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60014 - PMT Kit

This combination comes standard with the 60001,
60011 or 60011-E PMT, the 60115 Nylon Holster
and the 60110 IR Lapel Reader. All PMTs are fully
supervised for any malfunction, tamper, or low
battery condition. Please see Data Sheets 60001,
60011 or 60011-E, 60115, and 60110 for more
detailed information about these products.

Features & Benefits Specifications

Compatible with PALS® system components {3 Refer to Specifications for individual kit items.
60001 /60011 /60011-E, 60115, and 60110

Panic Button, Emergency Pull Cord, and Person Down are standard features *Battery Life when deployed will vary as a function of duty time used

frequency of alarm transmissions sent, LED brightness/frequency, loca-

. . . . tion broadcast interval settings and environmental conditions at your
Long range transmissions with the use of wireless repeaters for full site site. Based upon 240mAh CR 2032 (Energizer). Ask your Actall Sales

coverage Representative for more details.

Staff Tracking and Guard Tour options available

Long battery life (up to 12 months depending on features and usage)
Full supervision of transmitter to include low battery, tamper, and inactivity
IR indoor and RF outdoor locating and tracking capabilities

Exclusive Actall 60110 IR Lapel Reader can be used when inadvertently
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£+ Rugged design using Lexan® high impact plastic
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covered by clothing
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Heavy duty nylon holsters available
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Accurate 24/7 Affordable Optimize Improve Valuable
Location Support System Workflow Safety Data
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